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S10
10 micron uncoated

Applications:

• Paint
• Cable
• Paper
• Rubber
• Fatty & Synthetic Resins
• Plastics Masterbatch
• Detergents
• Building Chemicals
• Adhesive

Raw Material Physical Properties:

Product Physical Properties:

Fineness:
Top cut (d97%): 27.00 microns
Mean particle size (d50%): 6.20 Microns
Particles < 2 Microns: 23%

Whiteness:
Brightness (Ry, C/2, DIN 53163): >6.70
Brightness CIE L*, a*, b* (DIN 6174): >99.00
Yellowness (DIN 6174, b): <0.80%
Moisture ex works (ISO 787/2): <0.20%

General Product Data:
Hardness (Mohs) 3
pH value (ISO 787/9): 9 
Packing density (ISO 78/11): 1.25g/ml
Oil absorption (ISO 787/5): 13%
Dop absorption (ISO 787/5): 28%

All data listed in this brochure are reference values and subject to production tolerances. These values are exclusive to the product description and no guarantee is placed on the properties. All 
recommendations are made without any guarantees since the conditions of use are beyond our control.
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Fe²O³: <0.03%
HCl insoluble content: <0.10%

CaCO³: 99.20%
MgO: <0.45%
SiO²: <0.05%


