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CALCIUM
STEARATE
Calcium Stearate is a normal calcium soap of Stearic Acid. It is a very good internal & external lubricant for PVC as well 
as in other plastic processing. It can also be used as a mould release agent. Calcium Stearate exhibits excellent resist-
ance to colour degradation and the product is found to be highly useful where high processing temperatures are 
encountered during processing. Calcium Stearate finds applications in paint industry, in foundry chemicals, metal 
forming, cosmetics, water proofing, rubber and many industries.

Applications:
Calcium Stearate is used for water proofing effect in cement paints; it is used as lubricant in PVC and other plastic 
processing, as a foundry chemical, in cosmetics, rubber and many other industries.

All data listed in this brochure are reference values and subject to production tolerances. These values are exclusive to the product description and no guarantee is placed on the properties. All 
recommendations are made without any guarantees since the conditions of use are beyond our control.

Package:  25kg HDPE Bags laminated internally

SPECIFICATIONS

SR.No. SpecificationParameter 

1. PowderForm

3. 2.0% MaxMoisture

2. WhiteColour

4. 10.0 +/- 1%Ash Content

5. 1% MaxRetention on 200 mesh

6. 1% MaxFree Fatty Acid

7. Melting Point 160 +/- 5ºC
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