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SNOW 2T
2 Micron Coated

Specified calcium carbonate powder obtained from natural marble of high whiteness and brightness.
(Certified ISO 9001, ISO 14001 and OHSAS 18001)

Applications:

• PVC coating
• Oil paints and undercoatings
• Polyethylene / Polypropylene / Polystyrene compounds
• Rigid PVC
• Master batch
• Pipe manufacturing processes
• Cable manufacturing processes

Chemical Analysis:

Physical Properties:

Particle Size Distribution (Malvern Mastersizer):
Residue on a 45 µm sieve (ISO 787/7): <0.02%
Top cut (d97): 12 µm ± 1
Mean particle size: 3.20 µm  ± 0.10
Particles < 2 µm: 35 ± 2%

Colour Value (ELREPHO 450 X):
Whiteness L* ( ASTM E-313): >98,75 ± 0,25
Brightness Ry ( DIN 53163 ): >96,60
Yellowness ( DIN 6167): <0.75%

General Product Data:
Specific density (ISO 787-10) : 2,70 gr/cm³
Hardness: 3 Mohs
Refraction Index: 1,572
pH value (ISO 787/9): 9 ± 0.5
Oil absorption (ISO 787/5): 15g/100g
Drop absorption (ISO 787/5): 17g/100g
Packing density: 1.05 gr/cm³
Moisture ex-factor (ISO 787/2): <0.20%

Packing: 25 kg kraft/PP Bag, Pallet, Big-Bag 

Storage: Store away from water and moisture in a dry and cool environment

Shelf life: 12 (twelve) months from the date of manufacture.

All data listed in this brochure are reference values and subject to production tolerances. These values are exclusive to the product description and no guarantee is placed on the properties. All 
recommendations are made without any guarantees since the conditions of use are beyond our control.
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MgO: <0.45%
Fe²O³: <0.03%
HCl insoluble content: <0.10%

CaCO³: >99.2%
Al²O³: 0.04%
SiO²: <0.05%


