
KRUGER
ADDITIVES

TECHNICAL
DATA SHEET

CALCIUM
CARBONATE

KRU30
7 micron uncoated 

KRU30 is a high brightness Calcium Carbonate powder manufactured from an exceptionally white limestone with 
excellent matting properties.  

Applications:

• Powder coating (matt finish)
• Water based decorative paints
• Solvent based decorative paints
• Wall putties
• Protective coatings
• Sealants
• Other heavy industries like cement
• Paper

Raw Material Physical Properties:

Product Physical Properties:

Fineness:
Residue on a 45 Microns sieve (ISO 787/7): 0.01%
Top cut (d97%): 30 ± 1 microns
Mean particle size (d50%): 6 ± 0.5  Microns
Particles < 2 Microns: 22 ± 2%

Whiteness:
Brightness (Ry, C/2, DIN 53163): 96.50%
Brightness CIE L*, a*, b* (DIN 6174): 98 / 0.18 / 0.9

General Product Data:
Loose bulk density: 0.9 ± 0.05gm/cm³
Mohs hardness: 3
Refractive index: 1.59
pH value (ISO 787/9): 9
Oil absorption (ISO 787/5): 16.5 ± 1g/100ml
Moisture ex works (ISO 787/2): 0.20%

Standard Packaging: 25kg Plastic Bags / Jumbo bags

All data listed in this brochure are reference values and subject to production tolerances. These values are exclusive to the product description and no guarantee is placed on the properties. All 
recommendations are made without any guarantees since the conditions of use are beyond our control.

010 006 2380  |  sales@krugeradditives.co.za  |  krugeradditives.co.za 

Kruger Additives (PTY) Ltd. | Reg No. 2020/147432/07 Vat No. 4520289945

Al²O³: 0.04%
HCl insoluble content: 0.20%
MgO: 0.05%
L.O.I: 43.64%

CaCO³: 99.5%
CaO: 55.91%
SiO²: 0.09%
Fe²O³: 0.01%


